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  SMP 62

700

300

620

300

610

500

600 x 450

SMP 30

700

300

300

150

290

500

280 x 450

SMP Range
Manufactured from 2mm Stainless Steel and then Polyester Powder Coated these cost

 effective pillars are ideal when you want a long lasting, attractive finish ie. on the high street,
 coastal or other highly visible or exposed area.

Specification

> 2.0 mm Stainless Steel Construction

> Detachable Door

> M8 Tri-head lock/s

> 12mm Treated Plywood Backboard

> M5 Stainless Steel Earth Stud on Body
   & Door connected via Earth Lead

> Choice of Powder Coat colour

> Hazard Warning Label to BS5378

  Options Available

> Shell with B/board or Pre-wired to customer
   specification

> Standard Colours: Black, Light Grey,
   Dark Green and Dark Grey.  Other colours
   available on request

EXTERNAL
DIMENSIONS

HEIGHT

ROOT

WIDTH

EXTERNAL
DEPTH

DOOR APERTURE
WIDTH

DOOR APERTURE
HEIGHT

BACKBOARD
WIDTH x HEIGHT

SMP 15

700

300

150

150

140

500

130 x 450

SMP 20

700

300

200

200

190

500

180 x 450

SMP 46

700

300

460

230

450

500

440 x 450
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The SFP range compliments the SMP range for those times when more space is required for the control gear.
Manufactured similar to the SMP but with the added benefit of hinged double doors  these cost
 effective pillars are ideal when you want a long lasting, attractive finish ie. on the high street,

 coastal or other highly visible or exposed area.

SFP Range

EXTERNAL
DIMENSIONS

HEIGHT

ROOT

WIDTH

EXTERNAL
DEPTH

DOOR APERTURE
WIDTH

DOOR APERTURE
HEIGHT

BACKBOARD
WIDTH x HEIGHT

SFP 80

1000

300

800

300

720

800

780 x 800

SFP 100

1000

300

1000

300

920

800

980 x 800

SFP 125

1250

380

1250

350

1170

1000

1220 x 1000

SFP 150

1250

380

1500

350

1420

1000

1480 x 1000

> Ingress Protection - IP54

> 2.0 mm Stainless Steel Construction

> Double Hinged Doors

> M8 Tri-head lock/s

> 12mm Treated Plywood Backboard

> M6 Stainless Steel Earth Stud on Body
   & Door connected via Earth Lead

> Choice of Powder Coat colour

> Hazard Warning Label to BS5378

  Options Available

> Shell with B/board or Pre-wired to customer
   specification

> Standard Colours: Black, Light Grey,
   Dark Green and Dark Grey.  Other colours
   available on request

Specification


